
DATA SHEET PLATFORMS

Manufactured in  Europe

PRODUCTGROUP

www.grupojpm.pt www.balancasmarques.com

4 CELLS
MOD. PVS
INSTALLATION ABOVE GROUND



 2
02

0 
 v

.1
 - 

Pr
oh

ib
ite

d 
Re

pr
od

uc
tio

n 
/ S

pe
ci

fic
at

io
ns

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t p
rio

r n
ot

ic
e

See the price list

HEAD OFFICE
Edifício Balanças Marques
Parque Industrial de Celeirós, 2ª Fase
Apart. 2376 
4701-905 Braga - PORTUGAL

T +351 253 309 830
F +351 253 672 882
email internacional@balancasmarques.pt

www.balancasmarques.com
facebook.com/balancasmarques

LISBON SUPPORT CENTER
Rua Actriz Adelina Fernandes 15A Dto.
2795-005 Linda-a-Velha
Lisboa - PORTUGAL

CHARACTERISTICS

Monoblock platform designed by computer with the purpose of achieving maximum resistance to all type of efforts and 
loads. Reinforced structure to withstand loads much higher than its nominal capacity.

Versions in Steel painted with zinc epoxy primer and polyurethane enamel, with 4 cells in nickel-plated steel; Stainless steel 
AISI 304 versions with glass-jet finish with 4-cell stainless steel.

Built for exclusive use on the ground, this platform is supported by 4 cells that comply with IP68 protection, with a CE 
approval certificate mentioned in the respective datasheet.

Each cell supports in the ground by a pivoting foot, in Steel or Stainless Steel, with a kneecap system that assures a return 
to the initial position against all the lateral efforts. The cell connection is carried out in an aluminum mixing box, which 
complies with IP66, from which the connection cable for the display goes out.

Platform height adjustable from 94 to 106 mm.

DIMENSIONS 
(cm)

CAPACITY
(kg)

DIVISION 
(g)

FINISH

PAINTED INOX

REFERENCE REFERENCE

80 x 80

150 50 20104011410C 20104011410E

300 100 20104011710C 20104011710E

600 200 20104011910C 20104011910E

100 x 100

300 100 20104011711C 20104011711E

600 200 20104011911C 20104011911E

1.500 500 20104012111C 20104012111E

100 x 125
600 200 20104011912C 20104011912E

1500 500 20104012112C 20104012112E

125 x 125
600 200 20104011915C 20104011915E

1500 500 20104012115C 20104012115E

125 x 150

600 100 20104011916C 20104011916E

1500 500 20104012116C 20104012116E

3000 1000 20104012316C 20104012316E

150 x 150
1500 500 20104012121C 20104012121E

3000 1000 20104012321C 20104012321E

130 x 175
1500 500 20104012123C 20104012123E

3000 1000 20104012323C 20104012323E

4 CELLS – MOD. PVS 

INSTALLATION ABOVE GROUND


